CATALOG NO. 12 



CHASE 

Residential 

LIGHTING 
FIXTURES 



rr 



r 



CHASE RESIDENTIA 




ING FIXTURE 



I 



.N this catalog are illustrated the complete 
line of Chase residential lighting fixtures. The 
line comprises a wide range, both in style and 
appHcation. The latest trend in the develop- 
ment of lighting embodies scientific principles. 
There are, however, many fixtures designed 
for beauty and charm, to add to the decora- 
tion and attractiveness of each room. 

These fixtures are representative of the 
name * 'Chase," which for generations has 
stood for quality and workmanship. Only 
brass or copper metal is used, because only 
on brass or copper can beautiful and per- 
manent finishes be produced. 

You may feel confident in the use of Chase 
fixtures, for they are the product of our own 
designers, engineers and mechanics, whose 
knowledge of Hghting is backed by many 
years of experience. 



For your protection, practically every Chase 
fixture bears the label of approval of the 
National Board of Fire Underwriters. 

Despite the reputation and quality of Chase 
fixtures, they are inexpensive. See them at 
the Chase dealer's showroom in your city. 
Compare the quality and style. 

If you are unable to locate a Chase dealer 
in your city, your own electrical dealer can 
secure Chase fixtures for you. If you have 
difficulty, write to us for further information. 



Insist on Chase lighting fix- 
tures when you buy. 
Accept no substitutes. 
This tag identifies Chase 
fixtures. 




^ V CHASI 



Copyrighted 1938, 
Chase Brass & Copper Co.. Incorporated 



The Chase Rolhng Mills and Manufacturing Plant 
in Waterbury, Conn, where Chase Fixtures are made. 




Poor Lighting — Excessive glare and harsh shadows as shown in this 
room, is a strain on the eyes of these children doing their school work. 



Good Lighting — Here's the same room lighted with a Chase 
"Even-Glow" fixture. No glare, no harmful eye irritating effects. 



SCIENTIFIC LIGHTING 

with CHASE "EVEN-GLOW"* FIXTURES 



Until very recently, lighting fixtures in the 
home were considered almost exclusively from a 
decorative standpoint. 

The constantly increasing demand for more 
light resulted in the manufacture of larger bulbs. 
But the direct glare of the larger bulbs caused a 
strain on the eyes, and this strain contributed 
to nervousness and eye fatigue. 

Li^ht up Rooms Evenly 

As a result of scientific study, we know now 
that with properly designed fixtures we can get 
more light and get it without glare. The glare 
from the bulb can be eliminated, and we can 
get a pleasant uniform light that will give more 
comfort and ease to the eyes. This is what 
scientific lighting means today. 

Eliminatt Glare 

Chase "Even-Glow" fixtures were developed 
to give ample, well diffused light with the use of 



large plastic reflectors, which hide the biilliant 
bulb. At the same time, these reflectors direct 
the light to the ceiling, where it is then reflected 
down uniformly throughout the room. Enough 
light is permitted to filter through the plastic 
bowl to eliminate any dark areas beneath the 
fixture. This new scientific lighting protects the 
eyes and gives a comfortable feeling because of 
the even distribution of ''warm" fight through- 
out the room. 

Give 50% More LigKt 

Another advantage of Chase "Even-Glow" 

lighting fixtures is the fact that in most cases, 
they use a single, large bulb, 100 or 150 or 200 
watts. With the use of such a bulb, we are 
able to get approximately 50% more light out- 
put than with a number of smaller bulbs. And 
we obtain more light with no more current 

consumption. *Trade Mark Reg. U.S. Pat. Office 



CHASE "EVEN-" 




No. 1529 

One-light ceiling fixture. 15%" plastic re- 
flector, metal gallery. Length 21 H". Takes up 
to 200 watt bulb. Can be supplied with deep 
canopy for switch. Finish: Ivory and Gold. 




No. 152a 

One-light ceiling fixture. 15^" plastic reflec- 
tor. Length 2 13^\ Takes up to 200 watt bulb. 
Can be supplied with deep canopy for switch. 
Finish: Ivory and Gold. 



No. 1560 

One-light bracket, 5}^" plastic reflector. 
Back plate 5" X 3 Extends 7". Has switch. 
Finishes: Polished Gold, Polished Chromium, 
Toned Pewter, English Bronze or Ivory and 
Gold. 



No. 1572 

One-light ceiling fixture. 16" plastic re- 
flector, metal gallery. Length 25 H"- Takes 
up to 200 watt bulb. Finishes: Ivory and 
Gold or Toned Pewter. 



No. 1573 

One-light ceiling fixture. 16'' plastic re- 
flector. Length 25 Takes up to 200 watt 
bulb. Finishes: Ivory and Gold or Toned 
Pewter. 



No. 1562 

Two-light bracket. 5j^" plastic reflectors. 
Back plate 5* x 3>^^ Spread XSW- Has 
switch. Finishes: Polished Gold, Polished 
Chromium, Toned Pewter, English Bronze 
or Ivory and Gold. 



No. 1580 

Three-light ceiling fixture. 15*' plastic reflec- 
tor. Length ISH". Can be supplied with deep 
canopy for switch. Finishes: Ivory and Gold 
or Colonial Brass. 



No. 1581 

Three-light ceiling fixture 15* plastic reflec- 
tor. Length 1 1 J^*'. Can be supplied with deep 
canopy for switch. Finishes: Polished Gold 
or Colonial Brass. 



GLOW" FIXTURES 



No. 1576 

One>light bracket. SJi" plastic reflector. 
Metal star decorations on shade. Length 14''. 
Extends 7^. Has switch. Finishes: Pewter 
and Gold or Ivory and Gold. 



No. 1S75 

One-light ceiling fixture. 163^* plastic re- 
flector metal trimmed. Length 27". Takes 
up to 300 watt medium bulb. Finishes: 
Pewter and Gold or Ivory and Gold. 



No. 1591 

Three-light ceiling fixture. 5K* plastic 
reflectors. Spread 133^''. Length 36". Crys- 
tal ornament in stem. Finishes: English 
Bronze, Colonial Brass. 



No. 1592 



One-light bracket. 5Jl 
Extends 6}^". Switch. 
Bronze, Colonial Brass. 



plastic reflector. 
Finishes: English 



No. 1593 

One-light ceiling fixture. SJ^* plastic re- 
flector. Width 7H"' Length 11". Finishes: 
English Bronze, Colonial Brass. 



No. 1590 

Five-light ceiling fixture. SJi" plastic re- 
flectors. Spread 19". Length 36*. Crystal 
ornament in stem. Finishes: English Bronze, 
Colonial Brass. 



No. 1588 

Five-light ceiling fixture. 5]4' plastic re- 
flectors. Spread 193^''. Length 36'. With 
plastic ornamentation. Finish; Ivory and 
Gold. 



No. 1589 

One-light bracket. SJi" plastic reflector. 
Back-plate 4}^", has plastic knob. Extends 
6". Switch. Finish: Ivory and Gold. 




CHASE "EVEN 




No. 1219 



One-light bracket. SH" plastic reflector. 
Back plate Sl4" x 4'. Extends 6". Has 
switch. Finishes: Polished Gold, Toned 
Pewter. 



No. 1538 

Five-light ceiling fixture. 6'' plastic re- 
flectors. Length 273^". Spread 22". Fin- 
ishes: Polished Gold, Toned Pewter. 



No. 1539 

One-light ceiling fixture. 6" plastic reflector. 
Length 20". Width 932"- Finishes: Polished 
Gold, Toned Pewter. 




No. 1222 

One-Ught bracket. 532'' plastic reflector. 
Back plate Extends 7'\ Has switch. 

Finishes: English Bronze or Pewter and 
Gold. 




No. 1220 

Five-light ceiling fixture. 6" plastic re- 
flectors. Length 27". Spread 20". Has3-way 
switch. Finishes: English Bronze, Pewter 
and Gold. 



No. 1223 

Three-light ceiling fixture. 6" plastic re- 
flectors. Length 27". Spread 18". Finishes: 
English Bronze, Pewter and Gold, 



No. 1239 

One-light ceiling fixture. 6" plastic re- 
flector. Length 12 3 2"- Width 834". Fin- 
ishes: English Bronze, Pewter and Gold, 
Colonial Brass, PoUshed Gold. 




GLOW" FIXTURES 



No. 1251 

Three-light ceiling fixture. 5 y/ plastic re- 
flectors. Length 14". Spread 14". Finishes: 
Colonial Brass, Pewter and Gold. 



No. 1596 

Five-light ceiling fixture. 6" plastic re- 
flectors. Length 36". Spread 18 ' o"- Glass 
center ornament. Finishes: Colonial Brass, 
Pewter and Gold. 



No, 1224 

One-Hght wall bracket. S^ j" plastic re- 
flector. Back plate ^y/- Extends 6". Has 
switch. Finishes: Colonial Brass, Pewter 
and Gold. 



No. 1597 

Three-light ceiling fixture. Sy plastic re- 
flectors. Spread 14". Length 36". Finishes: 
Colonial Brass, Pewter and Gold. 



No. 1595 

Three-light ceiling fixture. Sj's" plastic 
reflectors. Can be supplied with deep canopy 
for switch. Length 16". Spread 13 H". 
Finishes: Colonial Brass, Weathered Brass. 



No. 1582 

One-light bracket. Sj'g" plastic reflector 
and switch. Extends 7}4". Back plate 4^ x 
3W\ Finishes: Polished Gold, Colonial 
Brass, Weathered Brass. 



No. 1594 

Five-light ceiling fixture. s" plastic re- 
flectors. Can be supplied with deep canopy 
for switch. Spread 20". Length 27". Fin- 
ishes: Weathered Brass, Colonial Brass. 



No. 1583 

One-Ught ceiling fixture. 5 J g" plastic reflec> 
tor. Length lOM"- Canopy 3} 2" x 4^8". Fin- 
ishes: Colonial Brass, Polished Gold, Weath- 
ered Brass. 
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1568 



CHASE 
"EVEN-GLOW 
FIXTURES 



No. 1558 

One-light ceiling fixture. 12* plastic re- 
flector metal trimmed. Length 19". Takes 
up to 100 watt bulb. Finishes: Ivory and 
Gold, Toned Pewter. 



No. 1568 

One-light ceiling fixture. 12" plastic re- 
flector. Length 19". Takes up to 100 watt 
bulb. Finishes: Ivory and Gold, Toned 
Pewter. 




No. 1574 

One-light ceiling fixture. 8" plastic re- 
flector. Length 9". Takes up to 60 watt bulb. 
Finishes: English Bronze, Toned Pewter, 
PoHshed Gold, Polished Chromium, Ivory, 
Colonial Brass. 



No. 1559 

One-light ceiling fixture, 12'' plastic re- 
flector. Length 10". Takes up to 100 watt 
bulb. Finishes: Ivory and Gold, Toned 
Pewter. 



No. 1577 

One-Ught ceiling fixture. 12" plastic reflec- 
tor. Crystal trim. Height 13". Takes up to 
100 watt bulb. Finish: Ivory and Gold. 



No, 1579 

One-light ceiling fixture. 9" plastic reflector. 
Length 9>^". Takes up to 100 watt bulb. 
Finishes: Ivory and Gold, Polished Chrom- 
ium, Polished Gold or Colonial Brass. 



No. 1570 

One-light ceiling fixture. 12" plastic re- 
flector. Length 103^". Takes up to 100 watt 
bulb. Finish: Polished Chromium. 



No. 1569 

One-light ceiling fixture. 12' plastic re- 
flector. Length 103^". Takes up to 100 watt 
bulb. Finishes: Satin Chromium, English 
Bronze, Toned Pewter, Ivory and Gold, 
Polished Gold. 
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CHASE LIGHTING FIXTURES 

Suitable for Early American^ Colonial^ Early English, Federal, 
Georgian and Classic Modern Interiors 



On the following pages we show Chase Fixtures in 
the various period styles listed above. While the in- 
spiration for design comes from the different historic 
periods of decoration still this characteristic styling has 
been tempered to blend into the American home of today. 

You will find for example, that practically all the Fed- 
eral and Georgian fixtures will be equally at home in 
houses of Colonial design, while a Colonial fixture, al- 
though it may be founded in Early American decoration 



will look absolutely in keeping in an apartment of the 
Federal period. 

In other words, the design of the fixture may originate 
from Colonial or Empire decoration, but the use of the 
fixture is distinctly not limited to **period houses''. 

Notice too the finishes of the fixtures. They are 
choosen as most suitable to blend harmoniously with the 
design. For example, provincial type fixtures are pur- 
posely made in a weathered brass finish to blend with 
knotty pine and plaster walls. 




EARLY AMERICAN 



No. 1584 

Five-light ceiling fixture. Spread 183^'. 
Length 36". Frosted glass chimneys and 
plastic reflectors, crystal bubble glass stem. 
Takes 40 watt bulbs. Finish: Weathered 
Brass. 

No. 1586 

One-light hall fixture. Frosted glass chim- 
ney, plastic reflector. Length 123^". Takes 
40 watt bulb. Finish : Weathered Brass. 

No. 1587 

One-light bracket. Frosted glass chimney, 
plastic reflector. Extends 734". Back plate 
5%'\ Has switch. Takes 40 watt bulb. 
Finish: Weathered Brass. 

No. 1585 

Three -light ceiling fixture. Frosted glass 
chimneys, plastic reflectors. Spread 123^". 
Length 36". Takes 40 watt bulbs. Finish: 
Weathered Brass. 

No. 1243 

One-light bracket. Cut glass chimney. 
Back plate 4}^". Extends 5". Has switch. 
Finishes: English Bronze, Pewter and Gold, 
Colonial Brass. 

No. 1316 

Five-light ceiling fixture. Cut glass chim- 
neys. Length 36". Spread 16}^". Crystal 
urn in stem. Finishes: English Bronze, 
Pewter and Gold, Colonial Brass. 

No. 1244 

Two-light wall bracket. Cut glass chim- 
neys. Back plate 43^". Spread 9*. Has 
switch. Finishes: English Bronze, Pewter 
and Gold, Colonial Brass. 

No. 1250 

Three-light ceiling fixture. Cut glass chim- 
neys. Length 14". Spread 12". Finishes: 
English Bronze, Pewter and Gold, Colonial 
Brass. 

No. 1241 

One-light ceiling fixture. Cut glass chim- 
ney. Length 12". Width 8Ji", Finishes: 
English Bronze, Pewter and Gold, Colonial 
Brass. 

No. 1309 

Three-light ceiling fixture, cut glass chim- 
neys. Spread 12". Length 36". Finishes: 
Colonial Brass, Pewter and Gold, English 
Bronze. 
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and COLONIAL 



No. 1304 

One-light bracket. Cut glass chimney. 
Back plate 4>^"» has plastic knob. Extends 
5W* Has switch. Finish: Ivory and Gold. 




No. 1303 

Five-light ceiHng fixture. Cut glass chim- 
neys and ivory plastic ornamentation. Spread 
193^". Length 36'. Finish: Ivory and Gold. 



No. 1233 

Five-light ceiling fixture. Cut glass chim- 
neys. Length 36*. Spread 18". Finishes: 
Pewter and Gold, English Bronze. 




No. 1248 

One-light bracket. Cut glass chimney. 
Back plate 43^'. Extends 6". Has switch. 
Finishes: English Bronze, Pewter and Gold. 



No, 1275 



Two-light bracket with switch. Cut glass 
chimneys. Has crystal trim. Height 9'. 
Widths*'. Finish: Colonial Brass. 



No. 1274 

One-light bracket with switch. Cut glass 
chimney. Has crystal trim. Extends 5j^'. 
Height 9\ Finish: Colonial Brass. 



No. 1310 



Five-light ceiling fixture. Cut glass chim- 
neys. Has crystal trim. Spread 163^'. 
Length 36*'. Finish: Colonial Brass. 



No. 1273 

Three-light ceiling fixture. Width 12' 
Length 15'. Has crystal trim. Finish: Colon- 
ial Brass. 
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EARLY AMERICAN 



No. 1299 

Five-light ceiling fixture. Cut glass chim- 
neys, crystal ornament in stem. Spread 18'. 
Length 36'. Finish: Colonial Brass. 



No. 1306 

One-light hall fixture. Cut glass chimney. 
Length 1 2 H'. Width 7^'. Finish: Colonial 
Brass. 



No. 1305 

One-light bracket. Cut glass chimney. 
Extends 6'. Back plate Switch. Fin- 

ish: Colonial Brass. 



No. 1262 

Two-light bracket with a cast back. Etched 
glass chimneys. Height 13'. Spread 7^'- 
Extends 5'. Has switch. Finishes: Weath- 
ered Brass, Colonial Brass, 



No. 1263 

One-light bracket with a cast back. Etched 
glass chimney. Length 13'. Extends 73^'. 
Has switch. Finishes: Weathered Brass, 
Colonial Brass. 



No. 1261 

Five-light ceiling fixture. Etched glass 
chimneys. Length 36'. Spread 19'. Finishes: 
Weathered Brass, Colonial Brass. 



No. 1142 

Five-light ceiling fixture. Length 36'. 
Spread 18'. Shades not included. For shades 
see page 30. Finishes: Weathered Brass, 
Colonial Brass. 



No. 1150 

One-light bracket with a cast back. Height 
13'. Extends 73^'. Has switch. Shield not 
included. For shields see page 30. Finishes: 
Weathered Brass, Colonial Brass. 



No. 1151 

Two-light bracket with a cast back. Height 
13'. Spread 7}4'* Extends 5'. Has switch. 
Shields not included. For shields see page 30. 
Finishes: Weathered Brass, Colonial Brass. 



H42 1151 



and COLONIAL 



No. 1247 

One-light bracket with etched glass chim- 
ney. Back plate Height 9'. Extends 
5}^'. Has switch. Finishes: English Bronze, 
Colonial Brass. 

No. 1221 

One-light hall fixture. Etched glass chim- 
ney. Length 14^'. Width 73^'. Finishes: 
Colonial Brass, English Bronze. 

No. 1249 

Two-light bracket. Etched glass chimneys. 
Back plate 43^'. Spread 8*. Has switch. 
Finishes: English Bronze, Colonial Brass. 

No. 1240 

Five-light ceiling fixture. Etched glass 
chimneys. Length 36*. Spread 163^'. Fin- 
ishes: English Bronze, Colonial Brass. 




No. 025 

One-light bracket. Height 12'. Extends 
4'. Width 7', Pull socket. Green bull's eye 
glass panel. Finish: Toned Pewter. 

No. 023 

One-light bracket. Height over-all 11'. 
Extends 4'. Width 9'. Pull chain socket. 
Finish: Toned Pewter with Brass center. 

No. 1700 

One-light bracket. Height 10}^'. Extends 
43^'. Widths'. Pull socket. Finish: Toned 
Pewter. 

No. 026 

One-light bracket. Height 103^'. Extends 
3Ji'. Width 43^'. Pull socket. Finish: 
Toned Pewter with Brass star. 

No. 030 

Five-light ceiling fixture. Length 36'. 
Spread 20'. Finish: Colonial Red and 
Pewter. 

No. 031 

Five-light ceilmg fixture. Length 36'. 
Spread 22'. Finish: Corn Yellow and Toned 
Pewter. 

No. 021 

Two-light bracket. Height 13'. Extends 
4'. Width 73^'. Pull sockets. Finish: Toned 
Pewter, 



Early American Reproductions of Ceiling Fixtures and Sconces 
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EARLY AMERICAN 



No. 1297 

Five-light ceiling fixture. 5 frosted glass 
shades, crystal ornament in stem. Length 36'. 
Spread 18". Finishes: English Bronze, Colon- 
ial Brass. 



No. 1307 

One-light bracket. 5W frosted glass shade. 
Extends 6W. Switch. Finishes: English 
Bronze, Colonial Brass. 



No. 1308 

One-light ceiling fixture. 5%" frosted glass 
shade. Length 11'. Width 7^^ Finishes: 
English Bronze, Colonial Brass. 



No. 1300 

Three-light ceiling fixture. frosted 
glass shades. Crystal ornament in stem. 
Length 36'. Spread 13}^'. Finishes: Eng- 
lish Bronze, Colonial Brass. 



No. 1302 

One-light ceiling fixture. SH" frosted glass 
shade. Length lOM'- Finishes: Weathered 
Colonial Brass. 



No. 1296 

Five-light ceiling fixture. SW frosted glass 
shades. Length 36'. Spread 20'. Finishes: 
Weathered Brass, Colonial Brass. 



No. 1301 

One-light bracket. frosted glass shade. 
Back plate 4 J^' x 3 K'. Extends 7 M'- Switch. 
Finishes: Weathered Brass, Colonial Brass. 



No. 1298 

Three-light ceiling fixture. 



5%" frosted 

glass shades. Length 36^ Spread 13^". 
Finishes: Weathered Bfass, Colonial Brass. 
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and COLONIAL 



No. 1403 

One-light ceiling fixture. SK* iridescent glass shade, 
gold lines. Length 10 X'. Canopy 3K' ac 4H'. Fin- 
ishes: Colonial Brass, Polished Gold, 



No. 1400 

Three-light ceiling fixture. 14 H' iridescent glass 
bowl, gold lines. Length 18K'. Finishes: Ivory and 
Gold, Colonial Brass. 



No. 1401 

Three-light ceiling fixture. 14H' iridescent glass 
bowl, gold lines. Length llf^*. Fixiishes: Colonial 
, Polished Gold. 



No. 1402 

One-light bracket, 5H' iridescent glass shade, gold 
lines. Switch. Extends 7 X'. Back plate 4>^' x 
Finishes: Colonial Brass, Polished Gold. 



No. 1266 

One-light bracket. Back plate Height 8'. Ex- 

tends 5'. Has switch. Finishes: English Bronze, 
Colonial Brass, Ivory and Gold, Pewter and Gold. 



No. 1101 

Five-light ceiling fixture. Length 12'. Spread 16'. 
Finishes: English Bronze, Colonial Brass. 



No. 1265 

Two-light bracket. Back plate 4K'. Height 8'. 
Spread 7K'- Extends 4'. Has switch. Finishes: Eng- 
lish Bronze, Pewter and Gold, Ivory and Gold, Colonial 
Brass. 



No. 1104 

One-light bracket. Back plate 4K'. Extends 4K'. 
Has switch. Finishes: English Bronze, Colonial Brass, 
Ivory and Gold. 



No. 1702 

Two4ight bracket. Back plate Spread 8'. 

Has switch. Finish: English Bronze. 



No. 1106 

Two-light bracket. Back plate 4K'. Spread 7}4'. 
Extends 3'. Has switch. Finishes: English Bronze, 
Colonial Brass, Ivory and Gold. 

No. 610 

One-light bracket. Height 10'. Spread 7K'. Ex- 
tends 3K'. Has switch. French hook attachment. 
Finish: Colonial Brass with Grem Center. 



No. 1701 

One-light bracket. Back plate 5K'. Extends 5'. 
Has switch. Finish: English Bronze. 



No. 611 

One-light bracket. Height 13'. Width 7'. Extends 
4K'. Has switch. French hook attachment. Finish: 
Colonial Brass and Green Fresnal glass panel. 
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SUITABLE for 
FEDERAL INTERIORS 



No. 1311 

Five-light ceiling fixture. Cut glass chim- 
neys. Length 36*. Spread 18'. Takes 25 
watt flame type bulb. Finishes: Weathered 
Brass, Black and Gold. 



No. 1653 

Two-light bracket. Cut glass chimneys. 
Height 10*. Spread 9*. Takes 25 watt flame 
type bulb. Has switch. Finishes: Weathered 
Brass, Black and Gold. 



No. 1652 

One-light bracket. Cut glass chimney. 
Height 10*. Extends 53^'. Takes 25 watt 
flame type bulb. Has switch. Finishes: 
Weathered Brass, Black and Gold. 



No. 109 

Two-light bracket. Etched glass chimneys. 
Height 9*. Spread 7*. Extends 4*. Has 
switch. French Hook attachment. Finish: 
Colonial Brass and Black. 



No. 1724 

Two-light bracket. Back plate 7*. Spread 
9*. Keyless socket. Finish; Colonial Brass 
and Black with center ornament in Pewter. 



No. 1726 

One-light bracket. Back plate 8j^' x 6'. 
Height 11*. Extends 4*. Has switch. Fin- 
ishes: Pewter and Gold, Colonial Brass. 



No. 1725 

Two-light bracket. Back plate 83^* x 6". 
Spreads*. Extends 4*. Has switch. Finishes: 
Pewter and Gold, Colonial Brass. 



No. 120 

Five-light ceiling fixture. Length 36*. 
Spread 22*. Shades not included. Finish: 
Colonial Brass. 



No. 101 

Two-light bracket. Height 93^*. Spread 
10'. French hook attachment. Has switch. 
Shields not included. Finish: Colonial Brass. 



SUITABLE for 
EMPIRE INTERIORS 



No. 1313 

Two-light bracket. Height 9". Back plate 
5*'. Spread 83^". Cut glass chimneys and 
crystal trim. Has switch. Finishes. Black 
and Gold, Brushed Pewter and Gold. 



No. 1312 



Five-light ceiling fixture. Length 36'. 
Spread 20". Cut glass chimneys. Finishes: 
Black and Gold, Brushed Pewter and Gold, 
with crystal trim. 



No, 1314 



One-light bracket. Length 9". Back plate 
5". Extends 5}^', Cut glass chimney and 
crystal trim. Has switch. Finishes: Black 
and Gold, Brushed Pewter and Gold. 



No. 323 

One-light bracket. Height 11}^'. Back 
plate 8*. Extends 5*. Has gunmetal mirror 
and clear etched glass chimney. Has switch. 
Finish: Colonial Brass. 



No. 321 

One-light bracket with clear etched glass 
chimney and gunmetal mirror. Height 1 1 J^'. 
Width 6*^. Back plate 8" x 6". Extends 4*. 
Has switch. Finish: Colonial Brass. 



No. 1662 

One-light bracket. Cut glass chimney. 
Height 14'. Extends 5Ji'. Has switch. 
Finishes: Bone White and Gold, Pewter and 
Gold. 



No. 1663 

Two-light bracket. Cut glass chimneys. 
Height 14*. Spread 83^'. Has switch. Fin- 
ishes: Bone White and Gold, Pewter and 
Gold. 



No. 1661 

Five-light ceiling fixture. Cut glass chim- 
neys. Length 36". Spread 19". Finishes: 
Bone White and Gold, Pewter and Gold. 
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SUITABLE for 
EMPIRE INTERIORS 



No. 1665 

Two-light bracket. Height 14". Spread 
8}^". Has switch. Shields not included. For 
shields see page 30. Finishes: Bone White 
and Gold, Pewter and Gold. 



No. 1602 

Five-light ceiling fixture. Length 36", 
Spread 19". Shades not included. For shades 
see page 30. Finishes: Bone White and Gold, 
Pewter and Gold. 



No. 1664 

One-light bracket. Height 14". Extends 
53/^". Has switch. Shield not included. For 
shields see page 30. Finishes: Bone White 
and Gold, Pewter and Gold. 



No. 441 

Four-light ceihng fixture. Metal shades to 
match. Length 36". Spread 16". Finishes: 
Empire White, Green, or Red with Brass 
Trim. 



No. 426 

Two-light bracket. Metal shades to match. 
Height 10". Back plate 8" x 5". Spread 8". 
Has switch, French Hook. Finishes: Empire 
White, Empire Green or Empire Red with 
Brass Trim. 



No. 423 

Two-light bracket. Metal shades to match. 
Back plate 13" x 4". Spread 9". Has switch. 
French Hook. Finishes: Empire White, 
Empire Green or Empire Red with Brass 
Trim. 



No. 440 

Four-light ceiling fixture. Metal shades to 
match. Length 36". Spread 16*^. Finishes: 
Empire White, Green, or Red with Brass 
Trim. 
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SUITABLE for 
GEORGIAN INTERIORS 



No. 1704 

Two-light bracket. Cut glass chimneys and 
crystal prisms. Back plate 5" x 9". Spread 
8". Has switch. Finish: Colonial Brass. 



No. 1714 

Five-light ceiling fixture. Cut glass chim- 
neys and crystal prisms. Length 36". Spread 
20". Finish: Colonial Brass. 



No. 1703 

One-light bracket. Cut glass chimney and 
crystal prisms. Bbck plate 5" x 9". Extends 
5". Has switch. Finish: Colonial Brass. 



No. 222 

Two-light bracket with crystal prisms. 
Back plate 8" x 4". Spread 7". Has switch. 
French hook attachment. Finish: Colonial 
Brass. 



No. 225 

One-light bracket with crystal prisms. Back 
plate 8" X 4*'. Extends Sj/^". Has switch. 
French hook attachment. Finish: Colonial 
Brass. 



No. 1713 

Five-light ceiling fixture with crystal 
prisms. Length 36". Spread 18". Finish: 
Colonial Brass. 



No. 221 

Two-light bracket. Back plate 10" x 10*. 
Spread 7". Has switch. Finishes: Colonial 
Brass, Brushed Pewter. 



No. 223 

One-light bracket. Back plate 9" x 5". Ex- 
tends 3K". Pull socket. Finish: Colonial 
Brass. 



No. 220 

Two-light bracket with gunmetal mirror. 
Back plate 11" x 7". Spread 8". Keyless 
socket. Finishes: Colonial Brass and Black, 
Brushed Pewter. 
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EARLY ENGLISH 
INTERIORS 



No. 1705 

Five-light ceiling fixture. Length 36'. 
Spread 20'. Finish: Half Polished Iron and 
English Bronze. 



No. 715 

Two-light bracket. Height 133^'. Spread 
10'. Has switch. Finish: Half Polished Iron 
and English Bronze. 



No. 713 

Two-Hght bracket. Height 93^'. Width 9'. 
Has switch. Finish: Half Polished Iron and 
English Bronze. 



No. 711 

Two-light bracket. Height 13'. Spread 
1014". Has switch. Finish: Half Polished 
Iron and English Bronze. 



No. 719 

Two-light bracket. Height 12>^'. Spread 
9". French hook attachment. Has switch. 
Finish: Half Polished Iron and English 
Bronze. 



No. 721 

Two-light bracket. Height 11'. Spread 
7}.i'\ Has switch. Finish: Half Polished 
Iron and English Bronze. 



No. 736 

Five-light ceiling fixture. Length 36' 
Spread 23". Finish: Half Polished Iron. 



No. 1708 

Two-light bracket. Height 14'. Spread 
10'. Has switch. Finish: Half Polished Iron. 
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CLASSIC MODERN 
INTERIORS 



No. 1718 

Two-light ceiling fixture. Height 5^". 
Spread ll*". Satin finished glass bowl with 
clear star decorations. Finishes: Polished 
Chromium, Colonial Brass. 



No. 646 

One-light ceiling fixture. Length 36'. 
Width 13', Glass globe is lOH' in diameter 
and has a satin finish with clear star decora- 
tions. Finish: Polished chromium. 



No. 1719 

Two-light ceiling fixture. Height 7'. 
Width 13'. Has 10' Satin finish glass bowl. 
Finish: Polished Chromium. 



No. 522 

One-light bracket. Height 23'. Width 10' 
Cylinder width 3ji', Has switch. Uses 
tubular bulb. Finish: Polished Chromium. 



No. 541 

Four-light ceiling fixture. Height 9?^'. 
Width 18'. Glass bowl has a satin finish. 
14' in diameter. Finish: Polished Chromium. 



No. 1717 

One-light bracket. Height 19'. Width 3^'. 
Projection 23^'. Uses tubular bulb. Satin 
finished fluted glass column. Has switch. 
Finish: Polished Chromium. 



No. 526 

Two-light bracket. One bulb in the fluted 
satin finished glass column, the other is in 
the indirect metal reflector. Lights can be 
used separately or together. Uses one tubular 
and one regular bulb. Height 17'. Width 10'. 
Cylinder width 3M'. Has 3- way switch. 
Finish: Satin Chromium. 



No, 1707 

Two-light ceiling fixture. Length 36'. 
14' Satin finish glass bowl with ornamented 
silver design. Has crystal trim. Finish: 
Brushed Pewter. 



No. 528 

One-light bracket. Height 16j^'. Width 
10'. Back plate 23^'. Glass reflector is 10' 
and extends 5 '. Has switch. Finish : 
Polished Chromium. 
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CLASSIC MODERN 
INTERIORS 



No. 532 

Two-Ught bracket. Height 13'. Width 
3}^'. Extends 4^ Satin finish glass cylinder. 
Has switch. Finish: Polished Chromium. 



No. 540 

Six-light ceiling fixture. Four lights in the 
frosted glass pockets and two lights in the 
center sphere. Length 36". Width 16'. Has 
3-way switch which controls lights separately 
Finish: Polished Chromium. 



No. 523 

One-light bracket. Height llj^'. Width 
33^'. Has frosted glass cylinder and a satin 
finish carved glass leaf design. Pull socket. 
Finish: Satin Chromium. 



No. 1657 

Five-light ceiling fixture. Cut glass chim- 
neys and crystal ball trim. Length 36". 
Spread 20". Finishes: Bone White and Gold, 
Pewter and Gold. 



No. 1660 

Two-light bracket. Cut glass chimneys and 
crystal ball trim. Height 13'. Back plate 
Spread 8* Has switch. Finishes: 
Bone White and Gold, Pewter and Gold. 



No. 1659 

One-light bracket. Cut glass chimneys and 
crystal ball trim. Height 13'. Back plate 
Extends 5'. Has switch. Finishes. 
Bone White and Gold, Pewter and Gold. 



No. 1658 

Five-light close-up ceiling fixture. Cut 
glass chimneys and crystal ball trim. Length 
21'. Spread 20". Finishes; Bone White and 
Gold, Pewter and Gold. 



ASSORTED TYPES FOR 

BEDROOMS and 
DRESSING ROOMS 



No. 1285 

One-light bracket with switch. Height 9*. Extends 
4^ Finish! Ivory and Gold with Crystal trim. 



No. 1286 

Three-light ceiling fixture. Width 10'. Length llK'- 
Finish: Ivory and Gold with Crystal trim. 




No. 1284 

Two-light bracket with switch. Height 9'. Width 
7'- Finish: Ivory and Gold with Crystal trim. 



No. 1202 

One-light bracket. Back plate 5)4' x 3H'' Extends 
4^'. Has* switch. Finishes: Pewter and Gold, Ivory 
and Gold, English Bronze, j 



No. 1099 

Three-light ceiling fixture. Height 10'. Width 10'. 
Finishes: English Bronze, Colonial Brass, Ivory and 
Gold. 





No. 1198 

Two-light bracket. Back plate 5)4' x 3H'^ Spread 
Has switch. Finishes: Pewter and Gold, Ivory 
and Gold, English Bronze. 



No. 1255 

Three-light ceiling fixture. Height 4'. Diameter 
9K'. Finishes: Pewter and Gold, Ivory and Gold. 




No. 1254 

Three-light ceiling fixture. Height 5'. Diameter 10'. 
Finishes: Ivory and Gold, Pewter and Gold. 



No. 1259 

Two-light ceiling fixture. Oval plate 8' x 6'. Ex- 
tends 4K'- Finishes: Ivory and Gold, Pewter and 
Gold, English Bronze. 





No. 11056 

Three-light ceiling fixture. Satin finish etched glass 
Length 13'. Width 10'. Finish: Ivory and 



cylinders. 
Gold. 



No. 11055 

One-light bracket with satin finish etched glass cylin- 
der. Back plate 5' x 3^'. Extends 4'. Has switch. 
Finish: Ivory and Gold. 



No. 11047 

Three-light ceiling fixture. Height 11'. Diameter 
9K'- Finishes: English Bronze, Pewter and Gold. 
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Kitchens — Pantries — Breakfast Room — Bath — Dinette 




BEAM LIGHTS 



No. 643 

Ooe-Ught ceiling flrture. Height 4K'. Width 8'. 
FinlBhes: Cokmial Brass, Toned Pewter. 

No. 1290 

Oie-llght ceiling fixture. Width 7'. Finishes: Pol- 
ished Chromi«ni» Colonial Braes, Ivory or Pewter. 
Order No. 1291 for pmU chain. 

No. 642 

One-Ught ceUing flrturc. Height 4K'. Width 8'. 
Finishes: Colonial Brass, Toned Pewter. 

No. 1089 

One-light ceUing fixture. Height 6'. Width 5K'. 
Finishes: Polished Chromium. Ivory, Colonial Brass. 
Pull socket. Order No. 1088 for keyless socket. 

No. 1315 

One-Ught ceiling fixture. Height SK'- Width 4^'- 
Finishes: Polished Chromium, Polished Gold, Toned 
Pewter, English Bronze. 

No. 1116 

One-light ceiUng fixture. Height 7)4'. Width 4K'. 
Finishes: Polished Chromium, White Enamel. Order 
No. 1133 for keyless socket. 

No. 1199 

One-light ceiling fixture. Height 5'. Diameter 6^'- 
Finishes: English Bronze, Polished Chromium, Pewter 
and Gold. 

No. 343 

One-light ceiling fixture. Height 5'. Width 6^'- 
Finishes: Pewter and Gold, Black and Gold. 



No. 1565 

One-light ceiling fixture. Height SK'. 
Finishes: Ivory and Gold, Toned Pewter. 



Width 5', 



No. 546 

One-light ceiling fixture. Height 5K'. Width 6^' 
Finishes: Polished Chromium, Colonial Brass. 



No. 1246 

Three-light ceiling fixture. 11' metal shade. Length 
36'- Finishes: Toned Pewter with Red shade, toned 
Pewter with Green shade. 

No. 1322 

Two-light ceiling fixture. 10' opal glass bowl. 
Height 4'. Finishes: Polished Chromium, Colonial 
Order No. 1279 for 8' bowl. 



No. 1320 

One-light ceiling fixture. Opal glass shade. Height 
9'. Pull chain socket. Finishes: White enamel. Pol- 
ished Chromium. Order No. 1321 for keyless socket. 

No. 1203 

One-light ceiling fixture. Height 8'. SH' opal glass 
globe with crystal top. Takes up to 100 watt bulb. 
Keyless socket. Finish: Polished Chromium. Order 
No. 1229 for pull chain. 

No. 1258 

One-light ceiling fixture. Opal glass globe 9H' 
diameter. Height 9K'. Holder 4*. Keyless socket. 
Finishes: Polished Chromium, White Enamel. Order 
No. 1257 for pull chain. 

No. 1134 

One-light bracket. Height 9M'. Back plate 4K'- 
Extends 9K'. Opal glass shade. Key socket. Finishes: 
Polished Chromium, White Enamel, 



No. 1125 

One-light bracket. Back 4H' 
reflector. Pull chain. Finishes: 
White Enamel. 



Extends 9'. Opal 
Polished Chromium, 
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BATHROOM BRACKETS 



No. 1193 

One-light bracket with opal satin finish glass shade. 
Back plate 4^' x 3K'. Extends 7'. Will take 60 
watt bulb. Pull socket. Finish: Polished Chromium. 
Order No. 1252 for keyless socket. 



No. 1204 

One-light bracket. Extends 7H't back plate 6' x 
3H'' Satin finish opal glass shade. Pull socket, con- 
venience outlet. Will take 60 watt bulb. Finish: Pol- 
ished Chromium. Order No. 1317 for keyless socket. 



No. 1207 

One-light bracket. Extends 4K'- Back plate 6' x 
3H'' Opal glass shade. Switch. Will take 60 watt 
bulb. Finish: Polished Chromium. 



No. 1206 

One-light bracket. Extends 4K'- Back plate 6' x 
SM". Opal glass shade. Switch and convenience out- 
let. Will take 60 watt bulb. Finish: Polished Chrom- 
ium, Order No. 1319 for keyless socket. 



No. 1226 

One-light bracket with opal glass cylinder size IH' 
X 7'. Back plate S^^" x 3>g'. Extends 3K'. Has 
switch. Finish: Polished Chromium. Order No. 1267 
without switch. 



No. 1075 

One-light bracket. Height 7>^'. Width 4K'. Ex- 
tends 2^4*. Turn knob socket. Finish: Polished 
Chromium. Order No. 1049 for keyless socket. Order 
No. 1214 for pull socket. 



No. 1098 

One-light bracket. Height 7>2'. Width 4X'. Ex- 
tends 2^4"' Turn knob switch. Convenience outlet. 
Finish: Polished Chromium. Order No. 1048 for key- 
less socket. 



No. 1256 

One-light bracket. Satin finish glass cylinder. Back 
plate 5K' X SH'- Extends 4'. Has switch. Finish: 
Polished Chromium. 



No. 531 

One-light bracket with frosted etched glass reflector. 
Height 8 K'- Width 4K'- Extends 4M'. Has switch. 
Finish: Polished Chromium. 



No. 1200 

One-light bracket. Back plate S^i' x Extends 
Syi'. Has switch. Finish: Polished Chromium. 



No. 1278 

Two-light bracket. Pull switch. IIK' Satin finish 
opal glass shade. Extends 5". Will take 60 watt 
bulbs. Finish: Polished Chromium. ^ 



No. 1205 

Two-light bracket. Extends 5'. Back plate 6' x 3M'. 
11 K' satin finish opal glass shade. Pull switch, con- 
venience outlet. Will take 60 watt bulbs. Finish: 
Polished Chromium. Order No. 1318 for keyless socket. 





HALL FIXTURES 



No. 106 

One-light wall lantern. Clear glass chim- 
ney and panels. Height 17". Width 8^"- 
Extends 6} 2". Finish: Colonial Brass and 
Black, inside finished Red. Not suitable for 
outdoor use. 

No. 014 

One-light wall lantern. Height 14''. Width 
6'^ s"- Extends 3 H" • Has light amber antique 
glass panels. Finishes: Colonial Brass or 
Black. 

No. 422 

One-light lantern. Height 13". Width 6", 
Extends 43 2''. Clear glass panels. The side 
panels are decorated with silver etched 
Chinese figures. Finishes: Empire Red, or 
Empire Black with Brass Trim, inside finished 
White. Not suitable for outdoor use. 

No. 1280 

Two4ight ceiHng fixture. 8" glass bowl 
with cut design. Height 4". Finishes: Pol- 
ished Chromium, Colonial Brass. 

No. 1235 

One-light hanging lantern. Frosted glass 
cylinder and clear lines. Glass size 6" x 7\ 
Height 1434". Finishes: English Bronze, 
Colonial Brass. 

No. 1264 

One-light close-up lantern. Frosted globe 
with clear lines and ball design. Length 12", 
Length of globe 8". Finishes: English Bronze, 
Colonial Brass. 

No. 107 

One-light wall lantern. Clear glass globe. 
Height 15". Width 6". Extends 6H^ Back 
plate 3 M"- Finish: Colonial Brass and Black. 

No. 1655 

One-Ught hanging lantern. Frosted globe 
with clear lines and ball design. Length 36". 
Height of lantern 14". Finishes: Colonial 
Brass, English Bronze. 

No. 1656 

Two-light hanging lantern. Length 36". 
Lantern is 63^2" square. Engraved clear 
glass panels. Finish: Colonial Brass. 

No. 1654 

Three-light hanging lantern. Clear glass 
cylinder size 7" x 8". Length 36". Finishes: 
Colonial Brass, Pewter and Gold. 



HALL FIXTURES 



No. 1723 

Three-light hanging lantern. Clear glass 
globe. Length 36". Width of lantern 10}^/. 
Finish: Colonial Brass. 



No. 1720 

Four-light hanging lantern. Over-all length 
36". Width of lantern 8". Fitted with en- 
graved dear glass panels. Finish: Colonial 
Brass. 



No. 240 

Three-light hanging lantern. Clear glass 
cylinder. Length 36". Height 21 Width 
9^s\ Finish: Colonial Brass. 



No. 016 

One-light hanging lantern. Antique glass 
panels. Length 36". Height of lantern 1 1 
Width 6^2'^ Waterproof socket. Made of 
Copper. Finishes: Stained Copper, Black. 



No. 066 

One-light bracket lantern. Antique glass 
panels. Height 16M". Width 8 H". Extends 
12". Made of Copper. Waterproof socket. 
Finishes: Black, Stained Copper. 



No. 1711 

One-light bracket lantern. Height of 
lantern 13". Width 614", Extends 9". An- 
tique glass panels. Waterproof socket. Made 
of Copper. Finishes: Stained Copper, Black. 



No. 015 

One-light hanging lantern. Antique glass 
panels. Length 36". Height of lantern 14". 
Width B}4'\ Waterproof socket. Made of 
Copper. Finishes: Black, Stained Copper. 






Outdoor Lanterns 




1711 




1225 



1287 



1281 



1215 



OUTDOOR LANTERNS 



No. Oil 

One-light hanging lantern. Antique bubble 
glass globe. Height of lantcm 1 1 34*. Length 
36". Width 6}4'\ Waterproof socket. Fin- 
ishes: Black, Stained Copper. 

No. 1706 

One-light bracket lantern. Frosted glass 
cylinder. Diameter Height 14". Ex- 

tends 9*. Waterproof socket. Made of Cop- 
per. Finish: Half Polished Iron. 

No. 732 

One-light hanging lantern. Frosted glass 
cylinder. Length 36*'. Height of lantern 14*. 
Diameter SK*. Waterproof socket. Made of 
Copper. Finish : Half Polished Iron, 

No. 1710 

One-light bracket lantern. Antique bubble 
glass globe. Height 14". Extends 8". Made 
of Copper. Finishes: Stained Copper, Black. 

No. 1288 

One-light hanging lantern. Antique glass 
panels. Height 13". Lantern 63^" square. 
Made of Copper. Finish: Black. 

No. 1225 

One-light hanging lantern. Frosted glass 
cylinder. Length 12". Height of lantern 9 3^". 
Made of Copper. Waterproof socket. Fin- 
ishes: Stained Copper, Black. 

No. 1283 

One-light hanging lantern. Frosted globe. 
Height 1134". Width 5". Made of Copper. 
Finish: Black. 



No. 1287 

One-light bracket lantern. Antique glass 
panels. Height 11 J^". Extends 8 3>^". Made 
of Copper. Finish: Black. 

No. 1215 

One-light bracket lantern. Frosted glass 
cylinder. Back plate 434* square. Extends 
6". Height of lantern 9 3^". Made of Copper. 
Waterproof socket. Finishes: Stained Cop- 
per, Black. 

No. 1281 

One-light bracket lantern. Frosted globe. 
Height 9 3^". Extends 6". Made of Copper 
Finish: Black. 



OUTDOOR LANTERNS 



No. 017 

One-light hanging lantern. Frosted glass 
cylinder. Length 36". Height of lantern 
14J4\ Diameter 4 3^". Waterproof socket. 
Made of Copper. Finishes: Stained Copper, 
Black. 



No. 1722 

One-light wall lantern. Height 14''. Width 
Extends 33^". Antique glass panels. 
Waterproof socket. Made of Copper. Fin- 
ishes: Stained Copper, Black. 

No. 018 

One-light hanging lantern. Frosted glass 
cylinder. Length 36". Height of lantern 12". 
Dia. 634". Made of Brass or Copper. 
Waterproof socket. Finishes: Stained Cop- 
per, Black, Colonial Brass. 

No. 1709 

One-light bracket lantern. Frosted glass 
cylinder. Height of lantern 14J^". Width 
634". Extends 93^". Made of either Brass 
or Copper. Finishes. Stained Copper, Black, 
Colonial Brass. 

No. 067 

One-light bracket lantern. Frosted glass 
cylinder. Height of lantern 10^", Dia. 

Extends lOM". Made of Copper. 
Finishes: Stained Copper, Black. 

No. 1271 

One-light bracket lantern, genuine Fresnal 
lens. Diameter 4". Extends 5". Made of 
Copper. Finish: Black and Brass. 

No. 1324 

One-light bracket lantern. Frosted glass 
panels. Height of lantern 9". Extends 6". 
Made of Copper. Finish: Black with Brass 
knobs. 

No. 1325 

One-light hanging lantern. Frosted glass 
panels. Over-all height 1 1 ". Made of Copper. 
Finish: Black with Brass knobs. 

No. 1326 

One-light ceiling fixture. Frosted glass 
panels. 8" square. 3j^" deep. Made of 
Copper. Finish: Black. 

No. 1282 

One-light hanging lantern. Height 934*. 
Has genuine Fresnal lens. Made of Copper. 
Finish: Black and Brass. 




1722 



017 





! 

i 


■'11 



018 



1709 



067 





1271 



1324 



1326 



SHADES AND SHIELDS 



Nos. 8222, 8225, 8228 Nos. 8221, 8224, 8227 

Parchment shade. Over-all height 4". Top Parchment shade. Over-all height 3H". 

Bottom 41^''. Color: Antique with Top 3". Bottom 4". Color: Antique with 

bright gold decorations as shown above. bright gold decorations as shown above. 



Nos. 8220, 8223, 8226 

Parchment shield. Over-all height 3M*- 
Width 4". Color: Antique with satin gold 
decorations as shown above 



CHASE BRASS & COPPER C 

— INCORPORATED — 

Subsidiary of Kennecott Copper Corporation 

LIGHTING FIXTURE DIVISION 
WATERBURY CONNECTICUT 
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